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ROAD IMPROVEMENT PLAN CHECKLIST

An application is complete and properly submitted, if the submitted application meets the submission of plan, submission requirements, plan form and plan contents, pursuant to section 2.2.7 (3) B Submittal Requirements.  Planning Board shall act within 60 days of submittal.  Applicant shall pay for one notice in newspaper 7 days prior to public hearing.

Submittal Requirements

     1.
Fee of $275.00
     2.
Eleven contact prints of a plan certified by a Registered Land Surveyor per CMR 250, drawn at a scale of at least 1" to 40'-0" (or in lesser detail if approved by the Planning Director), signed and stamped by a registered land surveyor and civil engineer, and showing the following information:

     3.
Street name, boundaries, north point, benchmarks, date, scale, legend, and title "Road Improvement Plan"

    4.
Names of the applicant, surveyor, and engineer

     5.
Existing and proposed boundary lines of Right-of-Way

     6.
Existing and proposed traveled way within the Right-of-Way

     7.
Existing and proposed topography of street

     8.
A locus plan of the subdivision at 1" = 1,000' - 0" showing proposed street and its relation to the surrounding area

     9.
Typical cross section at one inch equals five feet horizontal; one inch equals one foot vertical.  Typical cross section of road shall show the width of layout; width and pitch of pavement including berms and shoulders; and the depth of base course and road pavements

     10.
Signature block and a space for the date of endorsement

Design Requirements
     1.
Width of the street right-of-way not less than 20 (twenty) feet
     2.
Width of the traveled way not less than 16 (sixteen) feet

     3.
Maximum centerline grade 12 (twelve) percent

     4.
When the grade exceeds six (6) percent on the approach to an intersection, a leveling area with a slope of not more than four (4) percent shall be provided for a distance not less than 50 (fifty) feet from the intersecting street

__ 5.
The road construction standards described in 4.3.5, paragraphs (a) and (c) of Subdivision Rules and Regulations.

     6.
For a dead end street, a "T," "Y," or "hammerhead" shaped turnaround of a design satisfactory to the Planning Board (4.3.4 (b))

In some instances, conditions may warrant either stricter or less restrictive standards than those listed in "Section C Design Standards."  Such standards may be imposed by the Planning Board in any particular case in which such standards are in the public interest and which are not inconsistent with the intent and purpose of these regulations.

Road Surface Requirements
For a way to be of "adequate construction" it must be paved with bituminous concrete (asphalt) or macadam and be in good condition.  However, in certain situations the Board may allow a road surface other than the aforementioned, provided that:


1.
The way in question will be serving no more than one ADDITIONAL lot


2.
The grade of the way in question is not more than 5%, AND


3.
Any one of the following three criteria are met:



a) The Conservation Commission has requested that the way in question not be paved to




minimize the impact of the road on the surrounding wetlands, OR



b)
The way in question is an extension of, or located off of, a public or recognized




private way that is not paved with concrete, bituminous concrete, or macadam, and




which serves other house lots, OR



c)
The way in question serves as frontage for at least one other EXISTING residential




lot.

Length of Road Improvement Required
At a minimum, the applicant shall improve the roadway to the design and road surface standards for a length equal to the required frontage for the lot in question unless the Planning Board determines that developing the roadway would require less paving.  Based on the condition of the remainder of the subject road, as well as the condition of ways that provide access and egress to and from the subject road, the applicant may be required to make additional street improvements to the subject road to insure adequate access.  The Planning Board shall determine the nature of said improvement.
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